Mainline Switch Inspection Report¢ ngi-Annugl
Date elizfis

Watchman__ M 2,404

WO# 108 iS7g

Inspection Crew 7~ DEHISLER i) B e;gg AT

Page 1 of 3

22 Standard Joints

1 Location /i oo, ULET e
2SwitchID. # 404 B YR NA
3 Facing Trailing 23 Switch Plates
Y R
Rail Points 24 Adjustable Braces
4 Point to Point 5/ 7¢ S Y R NA
5 Point Condition 24a Non-Adjustable Braces
6 Point Tﬁm Nothing less than 4 inches or greater than § inches. S Y R
w,
N < Min R:% 172 énches on house top point protected 25 Front Rod
6a Point O‘Bening 54 26(? Y R N:(A
N_ 3% R 4 1 Rod (Bas et Rod)
7 Fit Y R
® Y R 27 #2 Rod
8 General Condition of the Points Y R
YR 28 #3 Rod
Gage Y R N/A
Heel of Switch V 29#4 Rod
9Main S0 Y R N/A
10 Turnout Ve 30\Closure Rail
11 Gage ahead of Bend 5%, Y R
Must not be legs than 56 inches or 31 Surface of Switch
SYR

more than 57 inches for “S”
12 Heel Spread in Inches
Turnout G

13 Main C%

Stock Rail
14 Bend
Y R
I5 Condition
@Y R

Bolts
16 Loose N/A
17 Missing o N/A

Rivets (Huck Bolts)
G N N/A

18 Loose
19 Missing ¢ N/A
20 Cotter Pins Missing o

N/A

21 Jam Nuts Loose e —— .. _N/A
21a Washers 6} Broken_\Missing
Remarks on page

GMIC 11-10-2011

Using a 62’ cord, not over
1”t011/2" fora Y and no
more than 1 1/2” tg 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication
35 Switch T. argets/Lamps
Ok Missing (N7
36 Latches
Ok
37 Locks

Broken“_M issingN~,

Broken_ Missing
38 General Condition
@Y R
39 Insulated Joints

@Y R

39a Regular Joints

S Y R






Mginligg rog In ion R

50 Location

50a Switch ID_#

51 Facing Trailing

52 Frog Tread N YR
R ©Y R

53 Frog #

54/79 Point Condition
YR

55 Condition of Frog
YR

56 SurfaceofFrog
(BYR

57 Throat in Incheg 3%
72 Flangeway Depth 54,
Flangeway Depth must not be less than 1 15>

58 Main Track
59 Turnout Track
Gage must not be less than 56> any class

60 Guard Rail Gage N s 54, R_S¢%
Guard Rail Gage must more than 54 3/8»
61 Back To Back NS2% R S2%
Back to Back Gage must be less than 53 1/8»
62 Condition

SYR
6%§ocation of Guard Rail (Relation to Point)

YR

SeYe

— ‘?/I‘,

u il Clam
64 Main Track
Y R N/A

65 Turnout Track
@Y R N/A

Class 1 Gage 56” to 57 1>
More than 57 %” Out of Service
Class 3 Gage 56” t0 577

More than 577 to 87 v» downgrade to
Class 2 and getsa Y

Remarks on pa 3
GM/IC 11-10-201

Page2 of 3

mi-Ann

r Ti
66 Condition
QY R NA
67 Rail Movement
gs Y R N/A

Guard Rail Flangeway can not be less 1 44»
70 Guard Rail Plateg

Y R NA

71 Frog Plates

@ Y R N/A
Bolts
73 Loose ©_  NA
74 Missing <__N/A
Rivets (Huck)

75 Loose O N/A

76 Missing o N/A
77 Nuts Missing < N/A
78 Cotter Pj Missing < N/A
79 Washers @ BrokenNMissingﬁ_ N/A
80 Hold Down Devices

@ Y R NA
81 Spring Housing

SY
82 Derails
S YR g_/A)
83 imum diff, rence in any 31’ jn Cros
Level on the siding from the Frog Point to
w

* beyond the | long tie
9@ Difference

84 Condition of Line thry entire turnoyt
YR
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.
S Everything is in Specs.

Y Attention needed.
R Immediate attention needed or Oyt of Service.

N/A Not applicable or not measurable,

Date: / = §Z

Reviewed by:

11-10-2011






Mainline witch Inspection Report Semi-Annual WO#_10%1652  Ppage | f£3
Date Glrz]is Inspection Crew 7~ Scpis; o ) BE;ZM;Z‘
Watchman ir Peccaes .
I Location _ (lizp ey o0 €L — 22 Standard Joints
2 Switch I.D # 484 3N\ SY R NA
3 Facing __ y Trailing 23 Switch Plates
S YR
Rail Pointg 24 Adjustable Braces
4 Point to Point _ 1% (Y R NA

5 Point Condition
® YR Nothing less than 4 inches or greater than S inches,
6 Point Throw. min 3 172 inches on house top point protected
N__ 3 R_&
6a Point Opening
N__S%4 R
7 Fit

YR

8 (general Condition of the Points
Y R

Gage

Heel of Switch

9Main __ S,.%

10 Turnout _ 5%

11 Gage ahead of Bend L%
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout /S

13 Main C %

S%

& YR
15 Condition
@ Y R

Bolts

16 Loose o N/A

17 Missing 5% NA

Rivets (Huck Bolts)

18 Loose o _N/A

19 Missing o N/A

20 Cotter Pins Missing o N/A

21 Jam Nuts Loo e O _N/A

21a Washers Broken Missing

Remarks on page
GMIC 11-10-201)

24a Non-Adjustable Braces
S Y R §/A>

25 Front Rod
®Y R NA

26 #1 Rod (Basket Rod)
Y R

27#2 Rod
® YR
28 43 Rod
® Y R NA
29 #4 Rod
Y R NA
30 Closure Rail
®Y R
31 Surface of Switch
Y R

Using a 62’ cord, not over
1”t011/2" fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication

Ok @
35 Switch argets/Lamps

Ok Missing /
36 Latches \@)

(ZE Broken_‘__Missing__g_,
37 Locks

0% Brokcn_w_mMissing._M_
38 General Condition

g Y R
39 Insulated Joints

Y R

39a Regular Joints

@YR






Mginh‘gg rog In ion R

50 Location
50a Switch I D _#
51 Facing

52 Frog Tread N

53 Frog #
54/79 Point Condition
YR

Trailing
YR
® YR

55 Condition of Frog
®YR

56 éurﬁlce of Frog
YR

57 Throat in Inches ’
72 Flangeway Depth
Flangeway Depth must not be less than 1 1»

58 Main Track SL7
59 Turnout Track LY
Gage must no¢ be less than 56> any class

60 Guard Rail Gage N S4%, R 5%,

Guard Rail Gage must more than 54 3/8”

61 Back To Back N S23% R so7p
Back to Back Gage must be less than 53 1/8»
62 Condition
YR
63 Location of Guard Rail (Relation to Point)
YR
uar il Cl
64 in Track
Y R N/A
65 Turnout Track
©)Y R NA

Class 1 Gage 56” to 57 15
More than 57 %” Out of Service
Class 3 Gage 56” to 577

More than 577 to 571> downgrade to
Class 2 and getsayY

Remarks on pa e3
GM/IC 11-10-2011

Page2 of 3

mi-Ann

r Ti
66 Condition
©YR N/A
67 Rail Movement
® YR NA

68 Lead
®Y RNA

69 Guard Raj] Flangeway .
®OYRN_ /7% R %
Guard Rail Flangeway can not be less 1 4%~
70 Guard Rail Plateg
®©Y R NA
71 Frog Plates
£ Y RNA

Bolts
73 Loose © N/A
74 Missing ©__NA

77 Nuts Missing o N/A
78 Cotter Ping Missing . N/A
79 Washers /Ok Broken____Missing__ N/A

80 Hold Down Devices
®Y RNA

81 Spring Ho ing
SY RW

82 Derails

S Y REN/A

83 Maximum giffgreng_q in any 31’ jn Cross
Level on the siding from the Frog Point to
50° ;lel d the ast long

ond the last lon tie
Ok Difference

84 Conc@) of Line thry entire turnoyt
YR






No Deepere
\

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.
S Everything is in Specs.

Y Attention needed.
R Immediate attention needed or Oyt of Service.

N/A Not applicable or not measurable.

Reviewed by:

11-10-2011






Switch Inspection Report Semi-Annual

Mainline

WO#1OT400C  Page | of 3

Date ,C?/"Z lrs SO Inspection Crew Té@ﬁesaa’a,u Y/ Biéym OT
Watchman__ 1 2l
I Location .~~~ 22§)tandard Jonts
2 Switchl.D # 373 4. Y R NA
3 Facing 5 Trailing o 23§>witch Plates
Y R
Rail Points 24 Adjustable Braces
4 Point to Point _ 5% ®Y R NA
5 Point Condition 24a Non-Adjustablc Braces
P FS’ Y; Tﬁ Nothing less than 4 inches or greater than § inches, SwiS YR R @
oint Throw, ng; /2 ‘ : 0
N %iﬁv.-rm R] _l{z'ugh“eé on house top point protected 25 Front Rod
6a Point Opening - ®Y R NA
N é‘s R_ S _ 26 #1 Rod (Basket Rod)
7 Fit ® Y R
SYR 27 #2 Rod
8 General Condition of the Points Y R
S YR 28 #3 Rod
Gage Y R NA
Heel of Switch 29 #4 Rod
9 Main _ 0%, Y R NA
10 Turnout e ) 30 Closure Rail
11 Gage ahead of Bend  St-'%. Y R
Must not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S” (®Y R

12 Heel Spread in Inches
Tumout (p%

13 Main G

Stock Rail
14 Bend

Y R
15 Condition
® YR

Bolts
16 Loose .o
17 Missing o

Rivets (Huck Bolts)

I8 Loose 6 NA
[OMissing o NA

20 Cotter Pins Missing &
21 Jam Nuts Loose

2la Washers Broken

Remarks on page
GNIC 1110207

) N/’/\
N//.‘\

_NA
N/A
_ Missing

Using a 62’ cord, not over
["to11/2” for a Y and no
more than | 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
@ Y R

33 Switch Adjustments
Yes (No»

34 Lubrication

Dry
35 Switch Targets/ Lamps

Ok  Missing @

36 Latches

Broken  Missing
37 Locks
Broken Missing
38 General Condition
Y R

3%Insulated Joints
CS) Y R

39a Regular Joints
B YR






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch LD . # 66 Condition
51 Facing Trailing ®Y R NA
52 Frog Tread N d Y R : 67 Rail Movement
R @YR ® YR NA

53 Frog# _i5 Tie Plates
54/79 Point Condition 68 Lead

sS@Rr ®Y RNA

69 Guard Rail Flangeway "
YRN_ (% R 1
Guard Rail Flangeway can not be less 1 n”

55 Condition of Frog
®YR
56 Surface of Frog

®YR 70 Guard Rail Plates
) ®Y RNA
57 Throat in Inches 7 Y4 71 Frog Plates
72 Flangeway Depth 2 ®Y R NA

Flangeway Depth must not be less than 1 n»

Gage Bolts
58 Main Track =Y/ 73 Loose @ N/A
59 Turnout Track <S¢ Y4 74Missing =  N/A
Gage must not be less than 56> any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage N_S4%. R S¢% 75 Loose ) N/A
Guard Rail Gage must more than 54 3/8” 76 Missing o N/A
61 Back ToBack N_$2% R 32%, 77Nuts Missing o  N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing o N/A
62 Condition 79 Washers é)i Broken___ Missing_ N/A
Y R
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R Y R NA
Guard Rail Clamps 81 Spring Housing
64 Main Track S YR
©Y R NA 82 Derails
65 Turnout Track S Y R K/A
@ Y R N/A 83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
30’ beyond the last long tie
Class 1 Gage 56” to 57 14" @ Difference_
More than 57 %” Out of Service
Class 3 Gage 56" to 577 84 Conditjon of Line thru entire turnout
More than 57 to 57 %" downgrade to Y R

Class 2 and gets a Y
Remarks on page 3

GM-JC 11-10-2011







Remarks

Page 3 of 3

Rirep Rt — Froe

BRTeRED FRow  PowsT

SHEeEd CupveN CioSues

2 BPoped Locic whs.qw’. 0 b Powias BeocCks

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

/YL

Reviewed by:

11-10-2011






Mainline Switch Inspection Report Semi-Annual
Date ¢ /rafis =
Watchman_ M Poiines

I Location Aw poven e .
2SwitchID # 22 _iB_ e

3 Facing _ Trailing  y
Rail Points
4 Point to Point __51Y%

5 Point Condition

57 'Y R Nothing less than 4 inches or greater than § inches.
6 ;onZ{/;f;Tin R} l{ilg/clxes on house top point protected
6a Point Opening

N__S7% R
7 Fit

Y R

8 General Condition of the Points

LR

@ Y R

Gage

Heel of Switch

9 Main Y

10 Turnout <%

11 Gage ahead of Bend  S¢ ‘4
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout _ (,%

I3Main___ %

Stock Rail

14 Bend
Y R
I5 Condition
Y R
Bolts
[6Loose IO  N/A
I7 Missing  © N/A
Rivets (Huck Bolts)
I8 Loose o N A
[VMissing & NA
20 Cotter Pins Missing o _NA

21 Jam Nuts Loose o N/A
2la Washers @ Broken  Missing

Remarks on page
GNEIC HL1e 200

WO# 108 @344

Inspection Crew T Schls LER . 1 13@735,5;-

Page 1 of 3

22 Standard Joints

@Y R NA
23 Switch Plates
/'Y R

24 Adjustable Braces

Y R NA
24a on-Adjﬁlc Braces
S Y R A
Switch Rods
25 Front Rod
©Y R NA
26 #] Rod (Basket Rod)
Y R
27 #2 Rod
Y R
#3 Rod
@ Y R N/A
#4 Rod
®Y R NA
30 Closure Rail
YR
31 Surface of Switch
Y R
sing a 62’ cord, not over
1" to11/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R

33 Switch Adjustments
Yes f\g)

34 Lubrication

O  Dry
35 Switch Targets/ Lamps

Ok Missing  ~N/A
36 Latches @

@k Broken
37 Locks

Broken
38 General Condition
S’Y R
39 Insulated Joints
Y R
393-Regular Joints
Y R

28

29

Missing

Vissing






Mainline

50 Location
50a Switch LD. #
51 Facing Trailin
52 Frog Tread N C'
R §Y

53 Frog# \©
54/79 Point Condition

S8YR
55 Condition of Frog

YR
56 Surface of Frog

YR

57 Throat in Inches 34
72 Flangeway Depth 3
Flangeway Depth must not be less than 1 %”

~ R

Gage ,
58 Main Track St
59 Turnout Track S0

Gage must not be less than 56” any class
Guard Rails -
60 Guard Rail Gage N S4% R 54%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _$z% R S2%
Back to Back Gage must be less than 53 1/8”
62 Condition

& R
63 Location of Guard Rail (Relation to Point)

Y R

Guard Rail Clamps
64 Main Track

@ Y R N/A
65 Turnout Track

(5;7 Y R N/A

Class 1 Gage 56” to 57 4
More than 57 %” Qut of Service

Class 3 Gage 56" to 57”
More than 57” to 57 Y” downgrade to

Class 2 and getsa Y
Remarks on page 3

GMLIC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
(S} Y R NA
67 Rail Movement
@ Y R N/A
Tie Plates
68 Lead
§ Y RNA
69 Guard Rail Flangeway
YRN |Yg R [7
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates

Y R NA
71 Frog Plates
©Y RNA
Bolts
73 Loose o N/A
74 Missing g N/A
Rivets (Huck)
75 Loose o) N/A
76 Missing P N/A
77 NutsMissing o N/A

78 Cotter Pins Missing © __N/A

79 Washers Broken - Missing_ N/A
80 Hold Down Devices
S YR

81 Spring Housing
S YR @
82 Derails :

S Y R B
83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to

30" beyond the last long tie

@ Difference L

84 Condition of Line thru entire turnout

@YR






Remarks

Page 3 of 3

DO'UT’
Corved STROCK Cau TP (Zn’ﬁ >

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class ] for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

11-10-2011






C -8

Switch Inspection Report Semi-Annual  WO# _UQ_Z_&L Page | of 3

Mainline

Date .;6/13[2-4013 .
Watchman G LAy

I Location CROMWeL_ YArD
2 Switchl D # Lwyg
3 Facing X_ . Trailing ]

Rail Points
4 Point to Point __Sl_f{g-m

5 Ppint Condition

Y R Nothing less than 4 inches or greater than % inches.
nches on house top point protected
1

6 Point Throw. Min3 172
R

N 4% 7 Ay
6a Point Opening

N 4% R 4%
7 Fit

®YRr

8 General Condition of the Points
Oy r

Gage

Heel of Switch _

9 Main _SL58

10 Turnout S

Il Gage ahead of Bend __ S¢.%.
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout &% o

[3Main____ ¢ %

Stock Rail
}4 Bend

Y R
15 Condition
© v R

Bolts

6 Loose o N/A

17 Missing o N/A

Rivets (Huck Bolts)

I8 Loose N A

[V Missing o N A

20 Cotter Pins Missing Q. NA
21 Jam Nuts [.oose N/A

2la Washers @ Broken  Mussing

Remarks on page
GNEIC a1 200

Inspection CrewT_fSc}ﬂs_L_gg_._ W BB?’A T

22 Standard Joints
@G Y R NA
23 Switch Plates
Y R

24 Adjustable Braces

Q@Y R NA
24a Non-Adjustable Braces
S YR ,
Switch Ro @
25 Front Rod
®Y R NA
26 #1 Rod (Basket Rod)
SSY R
27#2 Rod
Y R
28%3 Rod
S Y RQR
29 #4 Rod
S Y R@R
30 Closure Rail
Y R
31 Surface of Switch
@ Y R
Using a 62’ cord, not over
I"to11/2”foray and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
@Y R
33 Switch Adjustments

Yes @
34 Lubrication

oo
35 Switch Targets, Lamps

Ok Missing (N,
36 Latches

@ Broken Missing
37 Cocks

Broken Vissing
38 Genceral Condition
Y R
39 Insulated Joints
Y R
393 Regular Joints
Y R






Mainline

50 Location
50a Switch LD. #
51 Facing Trailing
52 Frog Tread N @YR
R YR
53Frog# ([
54/79 Point Condition
BYR
55 Condition of Frog
YR
56 Surface of Frog
YR

57 Throat in Inches 3 '/a
72 Flangeway Depth 1
Flangeway Depth must not be less than 1 1%»

Gage

58 Main Track Y AR

59 Turnout Track Y

Gage must not be less than 56” any class
Guard Rails

60 Guard Rail Gage N_S%3/4 RsSv%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N SzVe R S1%
Back to Back Gage must be less than 53 1/8”
62 Condition
Y R
63 Location of Guard Rail (Relation to Point)
@ YR
Guard Rail Clamps
64 Main Track
®Y R NA
65 Tumout Track
Y R N/A

Class 1 Gage 56” to 57 14"
More than 57 %” Out of Service

Class 3 Gage 56" to 577
More than 577 to 57 V,” downgrade to

Class 2 and getsayY
" Remarks on page 3

GMIC F1-10-2011

Frog Inspection Report Semi-Annu_aJ

Page 2 of 3

Turnout Ties
66 Condition

@ Y RNA
67 Rail Movement
® Y R NA
Tie Pl
68 Lead
(S Y RNA
69 Guard Rail F langeway
©®YRNIY R |
Guard Rail Flangeway can not be less 1 14"
70 Guard Rail Plates
Y R N/A
71 Frog Plates
® Y R NA

Bolts

73 Loose o N/A
74 Missing © N/A

Rivets (Huck)
° N/A

75 Loose
c N/A

76 Missing
77 Nuts Missing @  N/A
78 Cotter Pins Missing < N/A
79 Washers Broken___Missing____ N/A
80 Hold Down Devices

® Y RNA
81 Spring Housing

S YR
82 Derails

S YR

83 Maximum difference in anvy 31 in Cross

Level on the siding from the Frog Point to
30 beyond the last long tie
Difference

84 Condition of Line thru entire turnout
YR






Remarks

Page 3 of 3

Excessive Lupe Puare+ Prs

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:_wjg&{x_wx . Date: _*MW?_ - YZ_::_/,_B.

[1-10-2011
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Switch Inspection Report Semi-Annu:;l

Date  (fishs
Watchman s B2vdyT

I Location __ Fugi Fapu ©D

2 Switch D # o4
3 Facing Trailing B

Rail Points
4 Pointto Point _5)
5 Point Condition
S ~Y R Nothing less than 4 inches or greater than § inches.
6 ; OTT’E;}‘%XLTM RS l{i E;‘:hfé on house top point protected
6a Point Opening ,
N__ 5% R_S%
7 Fit
&Y R
8 General Condition of the Points

Mainline

@ Y R

Gage

Heel of Switch

9Main __ s51Y,

10 Turnout Sz %4

11 Gage ahead of Bend 5 (%
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout (y% o

I13Main____ (Vs

Stock Rail

14 Bend

S Y R
I5 Condition

Y R

Bolts
16 Loose ¢ N/A
I 7 Missing o N/A
Rivets (Huck Bolts)
I8 Loose o N A
[OMissing 0 NA
20 Cofter Pins Missing ... Y NA
21 Jam Nuts Loose o N/A
2la Washers Broken  Missing

Remarks on page
GANEIC T -10-2001

WO# lceg4se

Page 1 of 3

22 Standard Joints
C& Y R NA

23 Switch Plates
® Y R

24 Adjustable Braces

€ Y R NA
24a Non-Adjustable Braces

S Y R NA
Swi Ro@

25 Front Rod
®©Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
Y R N/A
29 #4 Rod
S>Y R N/A
30 Closure Rail
Y R
31 Surface of Switch
Y R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes 3)
34 Lubrication
Qk  Dry
35 Switch Targets; Lamps

Ok  Missing (A

36 Latches

@ Broken Missing
37 Locks

0 Broken Missing
38 General Condition

»Y R

39 Insulated Joints
ORA:

39a Regular Joints
(V¥






Mainline

50 Location
50a Switch LD. #
51 Facing Trailing
52 Frog Tread N &Y R
R S Y R
53Frog# 15 g
54/79 Point Condition
SYR

55 Condition of Frog

S YR
56 Surface of Frog

EFYR

57 Throat in Inches __ Y,
72 Flangeway Depth -
Flangeway Depth must not be less than 1 7

Gage
58 Main Track Y,
59 Turnout Track Ve

Gage must not be less than 56 any class
Guard Rails ‘
60 Guard Rail Gage NS4/~ R 3¢
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 352+ R <3 7%
Back to Back Gage must be less than 53 1/8”
62 Condition
SYR
63 Location of Guard Rail (Relation to Point)
©®YR
Guard Rail Clamps
64 Main Track
G Y R NA
65 Turnout Track
® Y R NA

Class 1 Gage 56” to 57 %

More than 57 %" Qut of Service
Class 3 Gage 56” to 57

More than 57” to 57 V" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM-JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
&Y R NA
67 Rail Movement
Y R N/A

Tie Plates

68 Lead
Y R NA
69 Guard Rail Flangeway
@Y RN (Yo R 1%

Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates

SY R NA
71 Frog Plates

@ Y R N/A

Bolts
73 Loose
74 Missing

Rivets (Huck)

75 Loose Yol N/A
76 Missing o N/A
77 Nuts Missing e N/A
78 Cotter Pins Missing o N/A

© N/A
* N/A

79 Washers Ok Broken___ Missing_ N/A

80 Hold Down Devices
Y RNA
81 Spring Housing
S Y RQVA
82 Derails
S Y REA
83 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

20’ beyond the last long tie
OK  Difference o

84 Condition of Line thru entire turnout







Remarks

Page 3 of 3

Brrep Fige /%w-r

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard. '

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.,

N/A Not applicable or not measurable.

Reviewed by:

11-10-2011






Mainline Switch Inspection Report Semi-Annual

Date _ Clishs
Watchman__iv pevaur

I Location Punovep. 2D

2 Switch1.D # 24 o
3 Facing  y Trailing

Rail Points .
4 Point to Point 5i %
5 Point Condition

S .Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw, MinRS l/g_ilnches on house top point protected

N_d-‘/z.

——— P D A
6a Point Opening
N =) R ¥ _
7 Fit
& YR
8 General Condition of the Points
® Y R

Gage
Heel of Switch

9 Main __ ¢,
10 Turnout S¢. ¢, ,
11 Gage ahead of Bend .S¢-"2
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Tumout 6%
I3Main___ ¢4

Stock Rail

14 Bend
® YR
15 Condition
S Y R
Bolts
16 Loose _ o - NrA
I'7 Missing © N/A
Rivets (Huck Bolts)
I8 Loose o N, A

[9 Missing < NA

20 Cotter Pins Missing —..% NA

21 Jam Nuts Loose N/A
2la Washers Ok Broken Missing

Remarks on page
GANPIC T 200

WO# 10883540 Page 1 of 3

Inspection Crew 7 scihisice o lagg.

22 Standard Joints
(55Y R NA

23 Switch Plates
®Y R

24 Adjustable Braccs

Y R NA
24a Non-Adjustable Braces
SY R(E:}
Switch R
25 Front Rod

@ Y R NA
26 #1 Rod (Basket Rod)
®Y R
27 #2 Rod

Y R
28 #3 Rod

Y R NA
29%4 Rod

Y R NA
30\Closure Rail

JY R
31 Surface of Switch

Y R
ifsing a 62’ cord, not over
["to11/2” for a Y and no
more than | 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
Y R
33 Switch Adjustments
Yes (Noo
34 Lubrication
Ok ry_

35 Switch Targets/ Lamp

Ok Missing @
36 Latches

Ok Broken Missing

37 Locks
(O Broken Missing
38 General Condition
SsY R
39 Insulated Joints
& YR
39a Regular Joints
Y R






Mainline

50 Location
50a Switch [D. #
51 Facing Trailing
52 Frog Tread N SY R
R ®Y R
53 Frog# %
54/79 Point Condition
YR
55 Condition of Frog
YR
56 Surface of Frog
®YR

57 Throat in Inches 34
72 Flangeway Depth 3
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track Se%
59 Turnout Track _ ¢ %
Gage must not be less than 56” any class
Guard Rails N
60 Guard Rail Gage N 54 Y% R 5¢%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 52% R $2%
Back to Back Gage must be less than 53 1/8”
62 Condition
€Y R

63 Location of Guard Rail (Relation to Point)

G YR

Guard Rail Clamps
64 Main Track

® Y R NA
65 Turnout Track
Y R N/A

Class 1 Gage 56” to 57 ¥”
More than 57 % Out of Service

Class 3 Gage 56" to 577
More than 57 to 57 Vi downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

&Y RNA
67 Rail Movement
® Y R NA
Tie Plates
68 Lead
€Y RNA
69 Guard Rail Flangeway
@ YRN /% R 1
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

Y R NA
71 Frog Plates
(S:} Y R N/A
Bolts:
73 Loose O N/A
74 Missing o N/A
Rivets (Huck)
75 Loose o) N/A
76 Missing b N/A
77 Nuts Missing o N/A

78 Cotter Pins Missing o N/A
79 Washers@ Broken__ Missing_ N/A

80 Hold Down Devices
@' Y R N/A

81 Spring Housing
S YR

82 Derails

S Y RER

83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to

30" beyond the last long tie
ﬁ k) Difference _
84 Condition of Line thru entire turnout

Y R







Remarks

v o
Fres Froe Forut

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition

Everything is class 3 for Mainline and class | for the Yard.
S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

11-10-2011

- Date:___@_ﬂ&‘fj;_






Mainline Switch Inspection Report Semi-Annual

Date ¢ [is/fa.
Watchman_«/ 32 ¢apy7—

I Location __Awbover 2o o

2 SwitchI D # 22 38 __
3 Facing = X Trailing S

Rail Points
4 Point to Point _ 51 i
5 Point Condition

WO# io8ed3i, Page 1 of 3

Tnspection Crew™ /™ <., /i0, 00 G oeany .

22 Standard Joints
Y R NA
23 Switch Plates
g} Y R
24 Adjustable Braces
Y R NA
24a Non-Adjustable Braces
S Y RNA

Y R Nothing less than 4 inches or greater than § inches. Switch R
wi

6 Point Throw, ngip 3 12_2 _ii}lches on house top point protected
AL LA

N_4%
6a Point Opening
N % R s
7 Fit
Y R
eneral Condition of the Points

gz Y R

Heel of Switch

9 Main 0% B

10 Turnout 5, %

11 Gage ahead of Bend 5¢%,
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout (- /%4

I3Main__ ¢/

Stock Rail
14 Bend

S YR
15 Condition
© v r

Bolts

16 Loose 0. N/A
I'7 Missing o) N/A

Rivets (Huck Bolts)
N A

I8 Loose ©
[9Missing s N,A

20 Cotter Pins Missing o _NA
21 Jam Nuts L.oose N/A

2la Washers  «OM  Broken  Missing

Remarks on page
GAEIC T -10-207

25 Front Rod
(Y R NA
26 #1 Rod (Basket Rod)

(?YR
27 #2 Rod
Y R

28 #3 Rod
® Y R NA
29 #4 Rod
(S Y R NA
30 Closure Rail
S Y R
31 Surface of Switch
S YR
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
® Yy R
33 Switch Adjustments
Yes
34 Lubrication
Dry
35 Switch Targets Lamps,
Ok Missing \
36 Latches
Ok  Broken M issing
37 Locks
A Broken Vissing
38encral Condition
S Y R
39 Insulated Joints
Y R
393 Regular Joints

@YR






Mainline

50 Location
50a Switch LD. #
51 Facing Trailing
52 Frog Tread N & YR
R ® YR
53 Frog# o
54/79 Point Condition
Y R

55 Condition of Frog

YR
56 Surface of Frog

QYR

57 Throat in Inches 34
72 Flangeway Depth &
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track S
59 Turnout Track SG'%

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N _S4¥% R 547
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N _$2% R <23
Back to Back Gage must be less than 53 1/8”
62 Condition

©Y R

63 Location of Guard Rail (Relation to Point)
§YR
Guard Rail Clamps
64 Main Track
©@YRNA
65 Turnout Track
@ Y R N/A

Class 1 Gage 56” to 57 14
More than 57 %" Qut of Service

Class 3 Gage 56" to 577
More than 57” to 57 4" downgrade to

Class 2 and gets a Y
Remarks on page 3

GMUIC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

v Y R N/A
67 Rail Movement
@ Y R N/A
Tie Plates
68 Lead
Y R NA
69 Guard Rail Flangeway i
YRN_ i% R "4
Guard Rail Flangeway can not be less 1 14"
70 Guard Rail Plates

BY RNA
71 Frog Plates

@ Y R N/A
Bolts
73 Loose o N/A
74 Missing © N/A
Rivets (Huck)

75 Loose e N/A

76 Missing o N/A
77 Nuts Missing __,, N/A

78 Cotter Pins Missing N/A
79 Washers @( Broken__ Missing N/A

80 Hold Down Devices
@ Y R N/A
81 Spring Housing
S YR
82 Derails
S Y R&J

83 Maximum difference in any 31" in Cross

Level on the siding from the Fro Point to
50’ beyond the last long tie
Difference

84 Conditié)n of Line thru entire turnout
Y R






Remarks

Page 3 of 3

B17ED Feco B

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class ] for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed b.v:)&\\_&g_ _XEQ;WW__M_____ Date:__L@f_,[__g_: P)

11-10-2011







